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1
CAMERA ARRANGEMENT FOR IMAGE
DETECTION, X-RAY SYSTEM AND METHOD
FOR BALANCING AND OPERATING

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of copending Interna-
tional Application No. PCT/EP2012/065700, filed Aug. 10,
2012, which is incorporated herein by reference in its entirety,
and additionally claims priority from U.S. Application No.
61/523,109, filed Aug. 12, 2011, which is also incorporated
herein by reference in its entirety.

Embodiments of the present invention relate to a camera
arrangement for image detection and to an x-ray system for
x-ray image detection. Further embodiments relate to a
method for balancing the camera arrangement or a (multi
module) (x-ray) camera and for operating the same and to a
computer program.

BACKGROUND OF THE INVENTION

Technical fields of application of the embodiments
described here are in particular radiation-sensitive cameras as
they are used in transmission systems or X-ray or computer
tomography systems. Examples for this are so-called “flat-
panel converters”, wherein radiation is converted into visible
light via an x-ray sensitive scintillator screen, so that this light
may be detected by means of a camera which operates in the
visible range. Typically, this visible light is detected via an
extensive light-sensitive matrix detector or a camera arrange-
ment having one or several cameras and is converted into an
electronic signal.

Such cameras which are used generally show a “non-lin-
ear” or generally different performance which may differ
from pixel to pixel. The consequence is that the increase of the
measurement signal or increase of the brightness of the image
is not uniform with respect to the increase of the illumination
strength or the illumination intensity. Additionally, the sensi-
tivity and the dark signal of each pixel or each camera may be
different. This different performance is for example disturb-
ing when the thickness of the object is to be concluded from
the brightness in an x-ray recording. In particular, this has a
negative influence when using a plurality of electronic cam-
eras. Here, by each camera a partial image of the x-ray sen-
sitive screen, which is to be optically imaged, is detected and
later combined into a homogenous overall image. When com-
bining the partial images, due to the different performances of
individual pixels and/or the different sensitivities of the indi-
vidual cameras clear brightness leaps may be detected at the
borders. As larger flat panel converters generally are com-
bined from several modules or camera modules or matrix
detectors, the described method is to be observed in particular
here.

In order to compensate for this performance, typically bal-
ancing recordings are generated at different illumination
strengths. By this, the individual partial images (x-ray record-
ings) may be factory-balanced with respect to a different
performance and with respect to the different sensitivity or
the different dark signal of the individual pixels and/or cam-
eras or modules, so that a homogenous overall image may be
output. The stronger the different the characteristics are, the
more balancing recordings may be used with different bright-
nesses or intensities in order to generate a similar (e.g. linear)
output signal. For x-ray cameras put together from several
individual cameras or generally several modules, this means
that further with increasing deviations (non-linearity) of the
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individual cameras or modules an increasing number of bal-
ancing recordings with different radiation intensities is useful
as otherwise the boundaries of the individual images are
clearly obvious in the combined recordings and thus no
homogenous image may result.

It is further enabled by this method for inhomogeneities of
the radiation source to be balanced via the lateral dimensions
of the x-ray recording. Such a balancing is only valid for a
positioning of the (inhomogeneous) radiation source or for a
distance between x-ray source and x-ray camera and for a
fixed set of x-ray parameters, like e.g. x-ray voltage or illu-
mination time. Vice versa this means, if the x-ray camera is
positioned in a different location or in a different distance in
the inhomogeneous radiation field or if other x-ray param-
eters are changed, the balancing of the x-ray camera and in
particular all balancing recordings have to be regenerated.

In particular with parallel computer tomography systems
or with robot computer tomography systems, frequently a
plurality of balancing recording that may be used. For
example with robot computer tomography systems in which
by means of the first robot the x-ray source is positioned and
by means of the second robot the x-ray camera, so that the
object to be screened is located between the x-ray source and
the x-ray camera or more accurately in the x-ray cone of the
x-ray source and the x-ray camera. The first and second robots
are thus each moved on predefined motion tracks, so that the
object to be screened may be screened or x-rayed from dif-
ferent angles or different positions.

As such objects to be screened or x-rayed typically com-
prise varying exterior dimensions, the motion tracks of the
two robots are typically not parallel. Consequently, also the
distance between the radiation source and the x-ray camera
varies so that the camera arrangement has to be balanced
again for each x-ray recording at each x-ray position. Typi-
cally, this balancing is executed before the actual recording by
the two robots arms driving along the motion tracks before-
hand and detecting for example ten balancing recordings for
each position. A rewritten computer tomography system
drives to a plurality of for example 100 or 500 positions in one
recording. Based on this, for a computer tomography record-
ing 1000 or 5000 balancing recordings ought to be deter-
mined. In the everyday operation of such a (radiation sensi-
tive) camera or such a computer tomography system this
leads to a substantial effort. Thus, there is a need for an
improved approach.

SUMMARY

According to an embodiment, a camera arrangement for
image detection including a plurality of radiation-sensitive
sensor elements arranged in order to record a common object
plane in offset fields of view may have: a balancer imple-
mented, for balancing the sensor elements, to post-process for
each sensor element a sensor signal of the respective sensor
elements n by means of balancing information determined in
balancing and stored, so that a variation of an intensity I of
incoming radiation in the respective field of view leads to a
change of'the respective post-processed sensor signal accord-
ing to a desired mapping function F, (a, I), wherein the map-
ping functions F, () of all factory-balanced sensor elements
are equal to each other and a,, is a sensor element-individual
factor; and a shading corrector implemented to change the
sensor element-individual factors a, on the basis of a record-
ing under current recording conditions generated by means of
the camera arrangement with the sensor elements so that
intensity differences of the recording are balanced across the
common object plane.
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According to another embodiment, a camera arrangement
for image detection, including a plurality of radiation-sensi-
tive sensor elements arranged to record a common object
plane in offset fields of view, may have: a balancer imple-
mented, for balancing the sensor elements, to post-process for
each sensor element a sensor signal of the respective sensor
elements n by means of balancing information determined in
balancing and stored, so that a variation of an intensity I of
incoming radiation in the respective field of view leads to a
change of'the respective post-processed sensor signal accord-
ing to a desired mapping function F, (a, 1), wherein the map-
ping functions F,( ) of all factory-balanced sensor elements
are linear and equal to each other and a,, is a sensor element-
individual factor; and a shading corrector implemented, on
the basis of post-processed sensor signals of the plurality of
sensor elements, from a recording under current recording
conditions, to weight the sensor element individual factors a,,
with a sensor element-individual scaling factor s, so that
intensity differences of the recording are balanced across the
common object plane.

According to another embodiment, an X-ray system for
x-ray image detection may have: a radiation source; and a
camera arrangement according to claim 1.

According to another embodiment, a camera arrangement
for image detection including a plurality of radiation-sensi-
tive sensor elements which are arranged to record a common
object plane in offset fields of view may have: the first post-
processor implemented to post-process sensor signals of the
plurality of radiation-sensitive sensor elements by means of
balancing information determined in balancing and stored, so
that a variation of an intensity I of an incoming radiation in the
respective field of view leads to a change of the respective
post-processed sensor signal according to a desired mapping
function F,(a,]), wherein the mapping functions F, () of all
factory-balanced sensor elements are linear and equal to each
other and a,, is a sensor element-individual factor; and a sec-
ond post-processor implemented to post-process the post-
processed sensor signals by means of sensor element-indi-
vidual factors g, determined under current recording
conditions.

According to another embodiment, a method for balancing
a camera arrangement for image detection, including a plu-
rality of radiation-sensitive sensor elements arranged to
record a common object plane in offset fields of view, may
have the steps of: recording the object plane with an intensity
distribution across the object plane by means of a camera
arrangement; post-processing a sensor signal of the respec-
tive sensor element n for each sensor element n by means of
balancing information determined in balancing and stored, so
that a variation of an intensity I of incoming radiation in
respective field of view leads to a change of the respective
post-processed sensor signal according to a desired mapping
function F,(a,]), wherein the mapping functions F, () of all
factory-balanced sensor elements are equal to each other and
a, is a sensor element-individual factor; and changing the
sensor element-individual factors a, on the basis of a record-
ing under current recording conditions executed by means of
the camera arrangement with the factory-balanced sensor
elements so that intensity differences of the recording are
balanced across the common object plane.

According to another embodiment, a method for operating
a camera arrangement for image detection, including a plu-
rality of radiation-sensitive sensor elements, arranged to
record a common object plane in offset fields of view, may
have the steps of: post-processing sensor signals of the plu-
rality of radiation-sensitive sensor elements by means of bal-
ancing information f,, determined in balancing and stored, so

10

20

25

30

35

40

45

50

55

60

65

4

that a variation of an intensity I of incoming radiation in the
respective field of view leads to a change of the respective
post-processed sensor signal according to a desired mapping
function F,(a,]), wherein the mapping functions F,( ) of all
factory-balanced sensor elements are linear and equal to each
other and a,, is a sensor element-individual factor; and post-
processing the post-processed sensor signals by means of
sensor element-individual factors determined under current
recording conditions.

According to another embodiment, a computer program
may have a program code for executing the above methods,
wherein the program is executed on a computer.

According to another embodiment, a planar computer
tomography or a robot computer tomography system may
have the above camera arrangements.

Embodiments of the present invention provide a camera
arrangement for image detection comprising a plurality of
radiation-sensitive sensor elements which are arranged to
record acommon object plane in fields of vision offset to each
other. The camera arrangement further includes a balancer
implemented, for balancing the sensor elements to post-pro-
cess for each sensor element a sensor signal of the respective
sensor elements n by means of balancing information deter-
mined in factory-balancing and stored, so that a variation of
an intensity I of an incoming radiation in the respective field
of view leads to a change of the respective post-processed
sensor signal according to a desired mapping function F ,(a, 1)
or ] (AW, (D-AW, (I1=0)). The mapping functions F,( ) of all
factory-balanced sensor elements are equal to each other,
wherein a, is a sensor-individual factor. Further, the camera
arrangement includes a shading corrector implemented to
change the sensor-individual factors a,, on the basis of a
recording generated by means of the camera arrangement
with the sensor element so that intensity differences of the
recording are balanced across the common object plane.

Embodiments of the invention are based on a division of
balancing taking place with a camera arrangement. In a first
initial step (factory-balancing), the basic performance of each
pixel of the camera arrangement is factory-balanced to
imprint for example a linear or exponential characteristic line
onto each pixel. In a second step (shading correction) which
may take in situ by means of a two point balancing (light/dark
balancing) to be executed quickly, then simultaneously dif-
ferences with respect to scaling, i.e. between individual out-
put absolute values of the sensor signals at a certain intensity
T and with respect to an inhomogeneous intensity distribution
across the field of view of the camera arrangement are bal-
anced. Across both calibration steps (factory-balancing,
shading correction) the sensor signal to be output is changed
by the respective balancing step or post-processing step while
the basic connection between an intensity I (of radiation
impinging upon the respective pixel) and the respective map-
ping functions F,(a,]) or G, (I) is maintained. All in all, the
described device or the described method provides the advan-
tage by dividing balancing to reduce the effort for generating
balancing recordings, e.g. after changing the x-ray param-
eters or after changing the position of the x-ray camera in the
inhomogeneous radiation field.

According to further embodiments, the present invention
provides an x-ray system for x-ray image detection with a
radiation source and an above-described camera arrange-
ment.

According to a further embodiment, the present invention
provides a method for balancing a camera arrangement for
image detection. Here, the camera comprises a plurality of
radiation sensitive sensor elements which are arranged to
record a common object plane in light fields offset to each
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other. The method comprises the step of recording the object
plane with an intensity distribution across the object plane by
means of the camera arrangement. Further, the method com-
prises the step of post-processing a sensor signal of the
respective sensor element n for each sensor element n by
means of factory-balancing determined and stored balancing
information so that a variation of an intensity I of an incoming
radiation in the respective field of view leads to a change of
the respective post-processed sensor signal according to a
desired mapping function F,(a,I). The mapping functions
F, () of all factory-balanced sensor elements are equal to each
other, wherein a,, is a sensor-individual factor. Further, the
method includes a step of changing the sensor-individual
factors a,, on the basis of a recording made by means of the
camera arrangement using the factory-balanced sensor ele-
ment, so that intensity differences of the recording may be
balanced across the common object plane.

BRIEF DESCRIPTION OF THE DRAWINGS

Embodiments of the present invention will be detailed
subsequently referring to the appended drawings, in which:

FIG. 1 shows a schematic illustration of a camera arrange-
ment with a balancer and a shading corrector for the illustra-
tion of the principle of the divided signal processing accord-
ing to one embodiment;

FIG. 2 shows a schematic illustration of an x-ray system
arrangement for the illustration of intensity differences
caused by the local position of the radiation source according
to one embodiment;

FIG. 3a shows schematic illustrations of camera signals for
the illustration of the post-processing of the camera signals
according to one embodiment (linear case);

FIG. 3b shows a table with exemplary camera signals
according to the embodiment of FIG. 3a;

FIG. 4a shows schematic diagrams of camera signals for
the illustration of the post-processing of the camera signals
according to one embodiment (exponential case);

FIG. 4b shows a table with exemplary camera signals
according to the embodiment of FIG. 4a; and

FIG. 5 shows a schematical illustration of a camera
arrangement with a first post-processor and a second post-
processor according to one embodiment.

DETAILED DESCRIPTION OF THE INVENTION

Before embodiments of the invention are explained in
more detail in the following, it is noted that like elements or
seemingly like elements are provided with the same reference
numerals so that the description of the elements may be
applied in a mutually interchangeable way.

FIG. 1 shows a camera arrangement 10 for image detection
including a plurality of radiation-sensitive sensors elements,
for example three sensor elements 10a, 105 and 10c. The
three sensor elements 10a, 105 and 10c¢ are arranged to record
the common object plane 12, wherein each of the three sensor
elements 10a, 105 and 10c is arranged to each record a section
of'the object plane 12 or one of the fields of view 124, 125 and
12¢ of the object plane 12 offset to each other. The fields of
view 12a, 126 and 12c¢ are either overlapping, distributed
and/or directly adjacent to each other so that the common
object plane 12 is covered. Each of the sensor elements 10a,
105 and 10c¢, e.g. cameras, CCDs or pixels or a pixel array,
outputs a sensor signal AW, (I) depending on an intensity |
(dose [Gy]) of an incoming radiation in the respective field of
view. These sensor signals AW (1), AW, (1) and AW (1) for the
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three sensor elements 10a, 105 and 10c¢ are illustrated exem-
plarily in FIG. 1 depending on the radiation intensity 1.

These sensor signals AW, (1), AW, (1) and AW (1) depend-
ing on the intensity I are balanced by a balancer 14 which may
comprise a first stage 14a and a second stage 145, as it will be
explained in more detail later, or post-processed by means of
balancing information determined by factory-balancing, so
that the sensor signals output by the balancer 14 correspond to
a desired connection between the intensity I and the post-
processed sensor signal. The balancer 14 and the sensor ele-
ments 10a, 105 and 10¢ are arranged in series so that the
balancer 14 acquires the sensor signals AW, (I), AW,(I) and
AW (1) from the three sensor elements 10a, 105 and 10c. In
addition to the balancer 14 a shading corrector 16 exists
which is implemented to adapt the post-processing executed
by the second stage 145 to an actual recording situation. Inthe
following, the functioning of the balancer 14 and the shading
corrector 16 and their cooperation is explained in detail.

The response signals AW, (I), AW,(I) and AW,(I) of the
three sensor elements 10a, 105 and 10c¢, due to process fluc-
tuations which are due to manufacturing each show a differ-
ent performance with a variation of the radiation intensity 1.
Thus, for example, the response signals AW, (I) and AW,(I)
may comprise non-linear performances while the response
signal AW;(I) shows a virtually linear performance. Apart
from that, also an average increase of AW, (I) and AW, (), i.e.
a sensitivity, may be different. In order to eliminate these
effects the first stage 144 of the balancer 14 is implemented,
for each sensor element 10a, 105 and 10¢, to process the
sensor signal AW (I), AW ,(I) and AW,(I) by means of fac-
tory-determined, sensor-individual balancing information f;,
f, and f; stored in the balancer 14, so that a variation of the
intensity I of the incoming radiation leads, in the respective
field of view 12, to a change of the respective factory-bal-
anced signal according to a desired mapping function F, (a, I),
F,(a,]) and F (a,]). The balancing information f, f, and f; is
determined in factory-balancing so that the desired mapping
functions F, (), F,() and F5( ) of all sensor elements 10a, 105
and 10c¢ balanced at the factory are equal to each other, i.e.
F,=F,=F,. The mapping functions F, (), F,() and F;() output
by the first stage 14a may for example be linear, and may
alternatively however correspond to a different function, like
e.g. a square, exponential or logarithmic function. In particu-
lar for very high dynamic ranges it may be sensible, instead of
a linear characteristic line, to generate a logarithmic charac-
teristic line, i.e. logarithmic functions F, (), F,()and F5(). It
is further noted that the first stage 14a of the balancer 14
typically subtracts the temperature-dependent dark signal
determined by means of a dark image from the current sensor
signal AW (1) in order to compensate temperature effects.
This dark image is typically determined during the shading
correction explained in the following (image shading correc-
tion or homogenization), i.e. under current recording condi-
tions (e.g. sensor temperature, illumination period).

Thus, the sensor signals F, (a, 1), F,(a,I) and F;(a5]) for the
individual sensor elements 10a, 105 and 10c¢ balanced at the
factory are balanced in the first stage by the first post-proces-
sor 144 so that independent of the x-ray parameters or the
position they at least show the same performance (like e.g. a
linear performance or an exponential performance) or are
even equal. It is to be noted here that the sensor-individual
factors a,, a, and a; may be different after factory-balancing
among the sensor elements 10a, 105 and 10c¢, but do not have
to be. For example for the case that the camera arrangement
10 comprises three matrix detectors having a plurality of
pixels each, the sensor-individual factors for the pixels of one
of'the three matrix detectors are similar or equal. In particular,
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within one matrix detector, the above-mentioned similarities
may be calculated (and for example are dependent on the
distance of the respective pixel from the center pixel) so that
it may be sufficient to determine one sensor individual factor
for each matrix detector and to settle the same for each pixel
with a pixel-individual factor which is determined by the
position of the respective pixel within the matrix detector
(e.g. center pixel=1.0 remaining pixel=1/distance to center
pixel). Balancing at the factory leading to the balancing infor-
mation f, f, and f; for example provides for uniformly illu-
minating the field of view 12, i.e. in consecutive recordings
with a graded illumination intensity. If uniformity is not per-
fect now, as for example homogeneous illumination fields
may be generated only very restrictedly, this possible irregu-
larity is reflected in the sensor-individual factors a,, a, and a;.
A 100% homogeneous radiation field or 100% equal F(a,l)
are not absolutely imperative, as after the balancing at the
factory at least each individual sensor element 10a, 105 and
10c¢ of the camera arrangement 10 follows a desired mapping
function F, (a, ) even if they do not necessarily comprise the
same slope or gradient. It is to be noted here that the sensor-
individual factor a,, a, and a; is introduced into the slope of
the response of the factory-balanced sensor elements 10a,
1056 and 10c, so that for example the mapping function is
steeper when a,, is greater or vice versa. Consequently, when
in the balancing recordings a certain sensor element 10a is
arranged in a less illuminated portion of the object plane 12
without the same being corrected separately, its sensor-indi-
vidual factor a, is greater than the one of the other sensor
elements 105 or 10c. To determine these sensor-individual
factors a;, a, and a;, in factory-balancing for each sensor
element 10a, 105 and 10c¢ the response, i.e. the characteristic
line of the output sensor values AW | (I), AW, (1) and AW, (D) is
sampled for different intensities I so that the sensor values
AW (D), AW,(I) and AW,(I) may be balanced by the deter-
mined balancing information f;, f, and f;. Balancing infor-
mation f;, f, and f; determining these mapping functions
F,(a,;]), F,(a,]l) and F;(a,]) are typically determined before
the delivery of the camera arrangement 10 by means of fac-
tory-balancing, as briefly described above, and stored in the
balancer 14 or provided as a separate “balancing” file.

When the intensity distribution is known in a non-homo-
geneous radiation field, by a subsequent correction of the
balancing information f, f, and f; it may be achieved that the
mapping functions F1(all), F2(a2l) and F3(a3I) balanced at
the factory are equal with respect to their absolute values for
each sensor element 10a, 105 and 10¢ with an impinging
radiation of an intensity I. Thus, the balancing information f,,
f, and {; is typically selected so that the mapping functions
F,(a,]), F,(a,]) and F5(a,]) are equal, i.e. F, (a,1)=F,(a,]) with
a,=a, for all n=i and all 1, the values output by the balancer 14
or the first stage 14a of the balancer 14 may vary for each
sensor element 10a, 105 and 10c. As illustrated below, the
sensor-individual factors a,, are anyway still to be set by the
shading corrector 16. But even if actually with factory-bal-
ancing all sensor-individual factors a,, ought to be equal, one
possible reason for the variation may be that temperature
differences of the individual sensor elements 10a, 105 and
10c¢ or aging shifted their characteristic lines with respect to
each other, which manifests itself by the sensor individual
factors a,, a, and a; and a,, not being balanced. The latter
balancing deficits are actually not severe or may be balanced
by a high accuracy when balancing at the factory. What is
more important is that frequently in the application of the
camera arrangement 10 illumination varies laterally and thus
has to be balanced anyway.
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In order to in particular level the latter effect, the shading
corrector 16 is implemented to change the sensor-individual
factors a,, a, and a, so that intensity differences of recordings
in the application are balanced across the common object
plane 12. Thus, the shading corrector 16 is communicatively
coupled to the balancer 14 to adapt these sensor-individual
factors a,, a, and a, or the mapping functions F,(a,I) and
F5(a;]) in homogenization. In case of a two-stage setup of the
balancer 14, the shading corrector 16 may be arranged
between the first stage 14a of the balancer 14 and the second
stage 145 of the balancer 14, so that it sets the (homogeniza-
tion) stage 145 so that the latter corrects the mapping func-
tions F, (a,1), F,(a,]) and F;(a;1) of the first stage by means of
shading information g;, g,, g,. After shading correction, with
the factory-balanced shading-corrected sensor signal output
by the balancer 14, inhomogeneities of the radiation field are
reduced or even eliminated.

The adaptation of the sensor-individual factors a,, a, and a4
executed by the shading corrector 16 or the determination of
the changed sensor-individual factors a';, a', and a'; is based
on a recording of an intensity distribution (bright image)
executed by means of a camera arrangement 10 or the sensor
elements 10a, 106 and 10c. After shading correction, all
sensor signals AW, (I) or sensor signals F, (a,l) balanced at
the factory are mapped by the balancer 14 to a shading-
corrected mapping function G,,(I). Information that may be
used for changing to the sensor-individual factors a',, a', and
a'y are stored in the balancer 14, i.e. in addition to the mapping
functions F, (), F,( ) and F;( ) for the second balancer 145 or
in the form of shading-corrected mapping functions G, (a', I),
G,(a',]) and G;(a'5]) by replacing the mapping functions
F,(), F5( ) and F5( ) for the balancer 14. Thus, either an
“shading-corrected balancing” file which includes the shad-
ing-corrected mapping functions Gl(a'll), G2(a2l) and
G3(a"3]) may be generated on the basis of the “balancing™ file
delivered by the factory or the original “balancing” file may
be overwritten.

In this described method of two-stage balancing, so to
speak a division of the balancing of the sensor elements 10aq,
105 or 10c¢ or the camera arrangement 10 which is usually
executed in one step, is made into the steps of factory-balanc-
ing for generating comparable mapping functions F,(a,I),
F,(a,]), F5(a;]) and F ,(a, 1) and shading-correction for reduc-
ing or eliminating the inhomogeneity of the radiation field.
The two-stage balancing reduces the balancing effort during
the actual use of the camera arrangement 10, in particular by
the fact that the more cost and time consuming factory-bal-
ancing may be executed initially, i.e. before delivery ex
works, in service or when taking into operation the camera
arrangement 10, while the shading correction which causes
substantially less effort takes place in operation (or when
changing the x-ray parameters or the position).

With reference to FIG. 2, the background regarding inho-
mogeneity of the radiation source is explained and shading
correcting is described by means of which the inhomogeneity
effects of the radiation source may be eliminated. It is noted
that when shading correcting methods are executed by the
shading corrector 16, the balancer 14 or its balancing infor-
mation is already set. As it was noted above, the latter, i.e. the
shading correction information, is modified by the shading
correction method or complemented by shading correction
information.

FIG. 2 shows a radiation source 20 generating an intensity
distribution of a radiation, like e.g. an ex-ray radiation, on a
scintillator screen 22 so that an object may be x-rayed when it
is arranged between the radiation source 20 and the scintilla-
tor screen 22. The scintillator screen 22 forms the object plane
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12 with the fields of view 12a, 125 and 12¢ offset to each other
which, as described in FIG. 1, are detected by the sensor
elements 10a, 105 and 10c. Due to the fact that here exem-
plarily the radiation source 20 is further apart from the field of
view 12a than from the field of view 12¢, the radiation inten-
sity I in the field of view 124 (detected by the sensor element
10a) is lower than the intensity I in the field of view 12¢
(detected by the sensor element 10c¢), as illustrated in the
intensity diagram. Inhomogeneities may of course also occur
in different ways. The offset arrangement of the radiation
source 20 was here only used exemplarily.

The intensity diagram exemplarily illustrates the intensity
distribution 1 depending on the position on the common
object plane 12 or on the scintillator screen 22 using a graph
24. As it may be seen with respect to the graph 24, the
intensity I is at maximum in the area in which the distance
between the radiation source 20 and the scintillator screen 22
is minimal. If the balancer 14 were optionally balanced when
recording the intensity distribution 24, i.e.ifall F, and a,, were
be identical to each other, then by the sensor elements 10a to
10c the intensity course 24 in the image output by the balancer
would be reproduced 1:1. But this is not necessarily desired,
as the state illustrated in FIG. 2 without a screened object
virtually represents an output state in which the image actu-
ally ought to constantly comprise the same (light) value. In
this respect, the shading correction method is provided to
either change the balancing information f,, so that a, to a',, is
varied so that the intensity course 24 is counteracted or in the
two-stage case illustrated in FIG. 1 the second stage 145 of the
balancer 14 is set so that it reforms the sensor signals of the
first stage 14a factory-balanced by means of balancing infor-
mation so that all in all in the balancer 14 mapping functions
Gl(a'll), G2(a"2]) and G3(a'3]) are realized, which comprise
the corresponding factors a,,.

To generate a constant intensity (see graph 26) or an image
with a constant intensity distribution when recording the
intensity distribution I without a screened or x-rayed object
across the complete common object plane 12, 1.e. at the output
ofthebalancer 14, a,, are correspondingly corrected by means
of the shading corrector 16. Here, for example, a, may be
adapted so that the average value a,, is approximately equal to
the average value @', . Consequently, for example the factory-
balanced sensor signals F, (a, I) of the sensor elements 10a are
corrected or adjusted upwards, while the factory-balanced
sensor signals F5(a;I) of the sensor elements 10c are cor-
rected downwards, for example by setting a,, greater than a,
and setting a; smaller than a;. In general this means that
across all sensor elements 10a, 105 and 10c factory-balanced
and shading corrected sensor signals G, (I)=F, (a',I), G,(I)=F,
(a',]) and G5(D)=F;(a'5]) are set which correspond to a con-
stant intensity distribution across the common object plane
12, as illustrated in graph 26. In other words, images recorded
with the balancer 14 after shading correction with an illumi-
nation using the intensity distribution 24 are homogeneous,
i.e. they have the same brightness across the complete image
as it is illustrated at 26. It is noted that this applies indepen-
dently of the fact using how much power the radiation source
20 is operated. As soon as the shading correction method has
been executed, an image with the same brightness results.
What is basically done, as will be described in the following,
is that the shading corrector, with a varying intensity distri-
bution 24 I(x), sees to the fact that independent of the set
radiation power of the radiation source 20 the intensities in
the fields of view 12a to 12¢ of the sensor elements 10a to 10¢
comprise a fixed relationship to each other, like e.g.
b, 1 The different b, correspond to the shape of

wradiationsource*

the intensity distribution 24. a,,, are now set so that a',xb,=1.
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By this it is realized that after the shading correction method
each sensor element outputs 10a-106 G(I =G,
(L waiarionsource)s 1-€. the same for all.

In shading correction a change of the sensor-individual
factors a,, a, and a, into the sensor-individual factors a';, a',
and a'; is executed as described above. The step of changing
the sensor-individual factors a, corresponds to a post-pro-
cessing by means of shading correction information g,, of the
function F,(a,l), so that in the function F,(a,l) the sensor-
individual factor a,, is exchanged by a sensor-individual factor
a', so that the balancer 14 outputs G,=F,,(a',]). The determi-
nation of the changed sensor-individual factors a';, a', and a';
may, for example, take place by a pixel-wise 2-point-balanc-
ing, wherein all pixels of the image sensors 10a, 1056 and 10¢
are corrected without radiation to a defined dark value (for a
reference intensity distribution) and with a switched-on
radiation source 20 to a second defined light value (for an
intensity distribution). This determined dark image or dark
signal is, as described above, before the application or in the
application of the balancing information f, in the first stage of
the balancer 14, subtracted from the sensor signals AW, (I).
For shading-correction typically a so-called light image is
generated without an object using the factory setting (factory
balancing information f,) by the radiation source 20 which
comprises a radiation intensity I which is selected so that the
brightest pixel of the camera arrangement 10 has not yet
reached saturation, i.e. is typically in range from 70 to 90% of
the maximum signal. It is noted that the bright image contains
no more dark signal due to the previous subtraction of the
dark image. As long as the temperature and the illumination
time do not change, alternatively for each test position also
only the bright image may be newly recorded, as the dark
image generally only changes with a temperature change or
when changing the illumination time.

The regulation for determining the shading correction
G, (a,]) (homogenization) is

radiationsource.

G, D=, () ~H,)~H,(J) and

H{(F(sya;L, ) =H{(F(s;ayL,;)),

for scaling factors s and all combinations i, j (number index
pixel in x- and y-directions).

L, ; designates the intensity irradiated with a certain param-
eter setting p in the pixel 1, wherein the settable parameters for
example are the acceleration voltage, the tube current, the
integration time or the filter. The second index i is thus intro-
duced, as in an inhomogeneous radiation field, the irradiated
intensity I in a pixel i depends on the position in the detector.
This condition is maintained even if the complete radiation
field is scaled regarding its intensity with a scaling factor s, as
far as no pixel is over-exposed. In the simplest case of F(a,l),
the linear course with a,=constant, the shading correction
may be executed by each pixel being multiplied with an
individual scaling factor s, or s, (a,'=s, a, and a,'=s -a ) which
is proportional to the inverse of this pixel of the balancing
recording corrected by the factory setting. The proportional-
ity factor has to be equal for the scaling factors of all pixels. In
this case this also leads to a homogenization, when for gen-
erating the factory setting a radiation field of an unknown
intensity distribution was used. If F(a,l) is defined differently,
e.g. by a logarithmic course, a function has to be determined
which fulfills the above regulation.

The condition for the in situ shading correction by means of
the 2-point balancing is a preceding balancing by means of
the first stage 14a of the balancer 14, so that all mapping
functions F, ( ) are equal to each other, wherein the balancing
information f,, may be stored in the form of a lookup table and
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e.g. be delivered together with a camera arrangement 10. In
the lookup table information may then be stored which for
each entry (supporting location) maps a respective sensor
signal interval to a (discrete) sensor value balanced at the
factory. The number of supporting locations that may be used
depends on the deviation of the course of AW (1) with respect
to F(I). If the slope or inclination varies stronger in one of the
two or in both courses, a larger number of supporting loca-
tions has to be used. Ifthe two courses are very similar, a small
number of supporting points or locations is sufficient. Sup-
porting points or entries of directly subsequent sensor values
accordingly correspond to an intensity interval determined by
a top and a bottom threshold value and which has a constant
length. As an alternative to storing by means of alookup table,
the balancing information f, may also be stored in a para-
metrical form, i.e., e.g. as coefficients of a polynomial. In both
cases the camera arrangement 10 comprises a memory for
storing the balancing information f, for each sensor element.
As the lookup table or the polynomial depends on the indi-
vidual sensor elements 10a, 105 and 10c¢, the same are indi-
vidually determined for each sensor element 10a, 105, 10c.

As already described above, the camera arrangement 10 for
factory-balancing is exposed to a homogeneous radiation
field whose intensity 1 is varied for balancing in order to
generate a series of balancing recordings with a different
intensity. One dark image each is printed from these balanc-
ing recordings wherein the dark image is recorded each with
the same illumination time as the balancing recordings. Using
this set of dark image-corrected balancing recordings it is
possible to determine a generally valid set of balancing infor-
mation f, in order to determine F,( ). The regulation for
gaining the balancing information £, is:

T (AW, (L) AW, (I=0)=F(I,) for all k,

wherein I, covers the value range I=0 to 1, for each pixel
and I, . is the intensity at which the n-th pixel provides the
maximum response signal AW, (). In the present case of a
radiography system it is also possible to replace the scintilla-
tor screen 22 for the initial balancing by a large-area homo-
geneous optical illumination whose brightness is increased in
steps in order to acquire the requested balancing recordings.
The spectrum (or the radiation characteristic) of the used
optical illumination basically corresponds to that of the used
scintillator screen 22.

With respect to FIGS. 3 and 4, two embodiments with
regard to balancing by means of the balancer and the shading
corrector are explained in detail.

FIG. 3a shows the 2-stage balancing of a camera arrange-
ment with respect to the example of two image sensors. In the
following, the sensor signals of the two image sensors are
explained as sensor signals of two pixels even if according to
further embodiments the two sensor signals may belong to
two CCDs or cameras. In FIG. 3a and the following FIGS. 36
and 3c it is assumed that the image sensor with the index 1 in
the basic illumination state, i.e. the state in which after the
shading correction method a homogeneous image is to be
generated by the balancer 14, acquires the intensity I,, while
the sensor element with the index 2 acquires the intensity 1,,
wherein I, :1,=b,:b,.

The diagram 30q illustrated in FIG. 3a illustrates the fac-
tory-balanced state (before the shading correction method),
wherein the balancer reshapes or post-processes a dark
image-corrected sensor signal AW (I, ) (i.e. without offset) by
means of balancing information f; for the first sensor element.
Likewise, the diagram 306 shows the post-processing of a
further dark image-corrected sensor signal AW,(1,) by means
of balancing information f, for the second sensor element.
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The diagrams 30a and 305 each represent the sensor signals
AW, (I,) or AW,(1,) depending on the intensity I (I, or I,) The
offset-corrected sensor signal AW, (I,) output by the first
sensor element exemplarily comprises an exponential course,
while the second offset-corrected sensor signal AW ,(1,) com-
prises a wavy course. To imprint a similar characteristic upon
these two intensity-dependent sensor signals AW, (I,) or AW,
(I,) or even imprint the same the performance with the same
absolute values AW (I,) or AW ,(I,) at the same intensity I,
the sensor signals AW, (I,) and AW ,(1,) for an intensity [ are
post-processed by the balancing information f; and f, deter-
mined (and stored) in balancing at the factory so that the
balancer (e.g. using supporting points) maps the sensor sig-
nals AW, (I,) or AW ,(I,) to balanced values, i.e. according to
the mapping functions F(a,I,) and F,(a,1,). These functions
F,(a;1,) and F,(a,l,) are linear functions in the illustrated
embodiments which may differ, however, with respect to their
inclination. This effect may, as described above, be due to an
inhomogeneity of the radiation field when balancing. Advan-
tageously, a, and a, are linear or equal to each other.

Possible different slopes or inclinations a, or a, of the two
functions F,(a,1,) and F,(a,I,) have no influence on the final
result, as such signal differences are balanced by the shading
correction. FIG. 3a now shows two different proceedings how
the shading correction may be executed. A first possibility is
that with the two-stage setup of the balancer 14 of FIG. 1 the
first balancing stage 14a executes the mapping of AW, (1)) to
F,(a,l,). The second balancing stage 145 then modifies this
output by means of the shading correction information g, , i.e.
the first balancing stage result, to all in all acquire the function
G,,(D). The second balancing stage 145 is set by the shading
corrector 16 so that the same post-processes signals F,(a,1,)
or F,(a,l,) so that they are mapped to G,(I,)=F,(a';1,) or
G,(I,)=F,(a',1,). If the irregular illumination is considered,
with respect to the radiation source power measured in
L piiarionsource @ll 10 all equal responses of the balancer 14
result. Le., all AW, (1,,) are mapped to G=G,,(1, ,zurionsource)-
The shading information g, defines mapping functions g,
which map the output values f (a,l,) of the balancing stage
14ato G (1 )=F,(a,'T).

The bypass via shading information g, is not strictly nec-
essary, however. It is rather possible to directly modify bal-
ancing information f, so that they map the sensor values
AW, (1)) t0 G,,(1,). This is also explained in more detail in the
following.

With reference to FIG. 35, a concrete embodiment of the
shading correction of the sensor signals AW | (I,) to AW (1) is
explained for four pixels. FIG. 35 shows a matrix for four
pixels with five different illumination intensities between 0 W
and 4 W, wherein for each pixel and illumination intensity the
sensor signal AW, (1), the mapping function F, (a, 1) and the
shading-corrected mapping function G,(I,,) are illustrated.
Further, opposed to the matrix is a diagram of the illumination
intensity regarding which it may it may be gathered that
pixels 2 and 3 are illuminated more strongly than pixels 1 and
4. In other words, the following applies I,:1,:15:1,=1:2:2:1.

The four pixels show a different performance when chang-
ing a radiation intensity in a range between O W and 4 W. The
first pixel has a linear range between 1 W and 3 W (see AW,)
while the second pixel comprises a linear range between 2 W
and 4 W (see AW,,). It is further noted that pixel 1 even with
no radiation (0 W) outputs a signal AW, (0 W), so that the
sensor signal AW 1(0 W) is offset-corrected before balancing.
The third and fourth pixel also each comprise a linear range
between 2 W and 4 W (see AW, and AW ), wherein the linear
ranges are each on a different level. In a comparison with the
illumination intensity to the individual pixels it may be seen
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that pixel 2 as compared to pixel 4 outputs values which are to
small while pixel 4 as compared to pixel 3 outputs values
which are too high.

For balancing by f,,, the response signals AW, (I,) to AW,
(1) are mapped pixel-wise to a desired mapping function, i.e.
to a linear mapping function, so that each pixel at 0 W outputs
a balanced signal (F,(0 W) with the value O and at 4 W a
balanced signal F, (4 W) with the value 4. Balancing was
assumed so that a, is equal for all n. Insofar, all pixels 1 to 4
are balanced such that with the same irradiation intensity I
they output the same balanced sensorsignal F, (a, ) to F ,(a ).
As not the same irradiation prevails for all pixels as it may be
seen with respect to the intensity radiation diagram, a, are
shading-corrected by the shading corrector 16. It may be seen
that before the shading correction with the illumination of 2
W illustrated below, pixel 1 and 4 each output a balanced
sensor signal F,;(2 W) or F,(2 W) having the value 1, while
pixels 2 and 3 each output a balanced sensor signal F,(2 W) or
F5(2 W) with the value 2. In the present embodiment, by the
shading correction the factory-balanced sensor signals F, ()
to F,( ) are shading-corrected to the average value F of all
factory-balanced sensor signals F,( ) to F,(). For the second
and third pixel, for which no attenuation takes place between
the detected irradiation intensity and illumination, this means
that to the sensor values F,(2 W) or F5(3 W) the average value
G=1.5 is associated as a shading-corrected sensor value G,(2
W) or G;(2 W). For the pixels 1 and 4 which are illuminated
with half the intensity, this means that the average value 1.5 is
associated with the factory-balanced sensor signals F,(1 W)
or F,(1 W) as shading-corrected sensor signals G,(1 W) or
G,(1 W). The further shading-corrected sensor signals G, (0
W,2W,3W,4W)orG,(0W,2W,3W,4W)are accordingly
adapted by scaling or multiplication so that the basic perfor-
mance or the linear performance is maintained. In the next
step, the scales of the pixels 1 and 4 are shifted such that the
linearity is maintained and that with the same irradiation
intensity | but a different illumination pixels 1 to 4 still output
the same shading-corrected sensor signals G, () to G,().

After in FIGS. 3a and 34 the case of a linear scale was
discussed, with respect to FIGS. 4a and 45 an exponential
case is discussed.

FIG. 4a shows the two-stage post-processing or balancing
of a sensor signal of a pixel, so that the mapping function
G, (a,]) represents an exponential (or alternatively a logarith-
mic or square) function. In the diagram 36 illustrated in FI1G.
4a, the offset-corrected sensor signal AW, (I) comprises an
s-shaped course across the intensity I, wherein the sensor
signal AW, (I) is mapped so that a balanced sensor signal
F,() is output by the first post-processing stage, wherein the
course across the intensity 1 is exponential. Analog to the
process illustrated in FIG. 3aq, in the first balancing (see dia-
gram 36) the sensor signals AW, (I) are shading-corrected for
further pixels or image sensors. In the second step illustrated
in diagram 38 the factory-balanced sensor signals F,( ) are
shading-corrected in the second balancing stage so that the
shading-corrected mapping function G, ( ) results. The shad-
ing-corrected mapping function G,( ) is the same for all
sensor elements (see diagram 40: G,(I)). The exponential
performance of the sensor signal F (a, I) across the intensity |
set in the first balancing stage is not influenced by the second
balancing stage, so that the shading-corrected mapping func-
tion G, (a,]) also comprises an exponential course even if the
same may have a different scaling.

FIG. 4b shows a matrix of the sensor signals for four pixels
with a different irradiation intensity between 0 W and 4 W
according to FIG. 35. With the illustrated matrix, the sensor
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signals or offset-corrected sensor signals AW, (1) to AW (1)
are identical to the sensor signals illustrated in FIG. 35 for all
irradiation intensities.

In contrast to the embodiment of FIG. 35, here the sensor
signals are illustrated logarithmically so that the factory-
balanced mapping functions F, (a,I) to F(a,I) across the irra-
diation intensity I show a course according to the e-function.
For each pixel 1 to 4, the balanced sensor signal F,()to F,()
is mapped to the same values, like e.g. €° for 0 W irradiation
intensity and e* for 4 W irradiation intensity. According to the
embodiment of FIG. 35, e.g. caused by the position of the
radiation source, the illumination of the first and fourth pixel
is less with respect to the second and third pixel, so that in
shading correction the sensor signals G, (I) are mapped to a
predetermined value, like e.g. the average value in the illumi-
nation (e.g. 2 W). As with the second and third pixel no
attenuation of the irradiation intensity takes place, the shad-
ing-corrected sensor signals G, (2 W) and G; (3 W) for a
corresponding intensity, here 2 W, are mapped to the average
value G=5. As with the illustrated illumination with 2 W onto
the first and fourth pixel an irradiation intensity of 1 W (0.5x2
W) results, the corresponding shading-corrected sensor sig-
nals G, (1 W) and G, (1 W) are also mapped to the same
average value. The scales of the pixels 2 and 3 are scaled
according to the e-function, while the scales of pixels 1 and 4
are scaled and shifted, so that in the illustrated illumination
each pixel comprises the same performance with respect to
intensity changes and the same absolute values. As a result
this means that the camera arrangement with respect to the
currently present inhomogeneous radiation field is shading-
corrected for varying intensities. If the camera arrangement is
brought into a different inhomogeneous radiation field (for
example by changing the x-ray source/x-ray detector dis-
tance), as above described only a 2-point balancing may be
used as all pixels behave alike.

To get back to the example of above with respect to the
robot computer tomography system, now using the new
divided balancing device the number of balancing recordings
determined in operation may be substantially reduced, e.g. to
101 or 501 (100 or 500 bright images plus one dark image).
This corresponds to a time saving in balancing of approxi-
mately 90%.

FIG. 5 shows the camera arrangement 10 for image detec-
tion including the three sensor elements 10a, 106 and 10c¢, and
a first post-processor 41 and a second post-processor 43. The
three sensor elements 10a, 106 and 10¢ correspond to the
sensor elements of FIG. 1 and output the sensor signals AW
(D, AW (1) and AW,(]) to the first post-processor 41, e.g. a
processor or CPU. The sensor signals post-processed by the
first post-processor 41 are passed on to the second series-
connected post-processor 43, e.g. a processor or CPU.

The first post-processor 41, e.g. a processor or CPU, pro-
cesses the sensor signals after the offset-correction (subtrac-
tion of the dark signal AW, (I=0)) according to the balancing
information f}, f, and 5, which were determined in the initial
balancing (see FIG. 1). As already mentioned above, these
post-processed sensor signals show the same performance
with advantageously the same absolute values at the same
intensity 1. I.e. the mapping functions F, (), F,()and F5( ) are
equal. As, however, depending on the respective measure-
ment situation (positioning the radiation source) different
illumination situations are set across the common object
plane 12, the sensor signal which is post-processed in the first
state is shading-corrected in a second stage with respect to the
respective illumination situation. In this respect, the post-
processor 43 is implemented to process the factory-balanced
sensor signals by means of shading correction information g,
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g, and g;, so that shading-corrected sensor signals corre-
sponding to the shading-corrected mapping functions
G, (a',]), G,(a',]) and G;(a'5]) are output. In case the mapping
functions F,( ), F,( ) and F5( ) are linear, this means the
shading correction g;, g, and g, represent a sensor-individual
factor g;, g, and g; by which the mapping functions F,( ),
F,( ) and F;( ) are multiplied so that their inclination is
adapted individually to the respective illumination situation.
This division is advantageous, as with each new illumination
situation only shading correction information g,, g, and g are
adapted and the originally determined balancing information
f; f, and f; is not changed. As no change of the balancing
information f,, f, and f; takes place, rounding errors may not
be exponentiated.

As already mentioned with reference to FIG. 2, the balanc-
ing information f,, f, and £ and the shading correction infor-
mation g;, g, and g; are typically stored in a lookup table. In
the following, the form of such a lookup table is explained in
more detail, which as described above was determined when
balancing by means of illumination intensities varied in steps.

In the lookup table for each pixel n or in the illustrated case
for the pixel 1 and each intensity I, an interval of sensor
signals [AW, (1, 9); AW 9+ D)[is stored as a sup-
porting point and associated with a certain mapping function
F,(a,1,“). For example, for the intensities I, to 1,9+ the
following lookup table results for the balancing information
f, of the pixel 1:

L= [, S DOy AW, ST DL DN F (a1, )

1,50 [ o D(F GOy, gy, Eni+2) ([ G+ 1y
[=Fy(a,,9P)

1,92 AW, 52 ([ G+2)): g3y, D3 (7, G+2))
[_)Fl(alll(/+2))

Il(/'+3)_)[AWI(Intj+3)(1n(/'+3));AWI(Intj+4)(Il(/'+3))
[=Fi(a:[9")

In the above illustrated table, so to speak each discrete
intensity value 1,% is associated with one possible interval at
sensor signals [AW, %1, 7)), AW @4+ Y[ which is
again mapped to a certain mapping function F,(a,1,). As an
alternative, there are also further embodiments for such a
lookup table, so that for example subsequent intervals of
sensor signals [AW, @9(1 ); AW, @7*+D(] 0))[relate to cer-
tain intensity ranges 1,9*"-1 ¥ with each pixel n. In other
words, this means that in lookup tables without a discrete
intensity value all intensity ranges I,Y*"-1 ¢ are constant,
wherein each line of the lookup table relates to an intensity
range. It is noted in general that the dependence of the map-
ping function F,(a,1 “’) on the intensity I is not lost.

In the following, as an example, the adaption of the above-
mentioned lookup table in shading correction is described.
Here, with a standard illumination for each pixel n a value
corresponding to the mapping function F, (a,1,”) is output on
the basis of the above-described lookup table. In order to be
able to output the same value for all pixels n with standard
illumination, for example the output values are averaged
according to the mapping functions F,(a,1,%), so that the
average value F,(a,,9)) results as a target value for all shad-
ing-corrected pixels. It is noted that also other values, like e.g.
75% to 90% of all values, may be defined as a target value. In
anextstep, for all pixels n those line indices j,, are determined,
possibly with the help of interpolation, so that the line indices
j, eachrelate to the target value or average value F (a1 ) for
the corresponding pixel n. On the basis of the line index j,,
determined pixel-wise now a scaling or modification factor
a', is determined (pixel-wise) which maps the average value
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F,(a,],9) (or target value) to a value G, (standard illumina-
tion) which is the same for all pixels n for each individual
pixel. The scaling factor a',, for each pixel n results from a
random line index j ¢, ,, and the sensor-individual line index j,,,
so that for the scaling factor a', the following function results:
Isorlns Wherein j,;; is the same for all pixels. Insofar, now
with a standard illumination, a sensor signal is output by each
pixel n which is associated with the entry in line jg;, in the
shading-corrected lookup table and which is mapped for all
pixels (independent of possible intensity inhomogeneities) on
the basis of the shading-corrected lookup table to the value G,
(standard illumination). With the mentioned scaling factor a',,
now for each pixel all lookup values are shading-corrected. In
the simplest case of a linear mapping function F,,(a,l,,) this
process of shading correction corresponds to that of a multi-
plication with the scaling factor a',.

Further embodiments relate to an x-ray system having a
radiation source and a camera arrangement comprising the
above described aspects.

With respect to FIG. 3a it is noted that the shading correc-
tion of all mapping functions G (1) to the average value F of
all factory-balanced sensor signals F,(a,l) may also be
executed such that all shading-corrected mapping functions
G,,( ) are mapped at a predetermined intensity to a predeter-
mined value.

It is noted with respect to FIG. 4a, that the described
proceeding is not limited to square functions but may also be
applied with exponential, logarithmic or other mathematical
functions.

Although some aspects were described in connection with
a device or camera arrangement, it is obvious that these
aspects also represent a description of the corresponding
method for factory-balancing and shading-correction, so that
a block or a member of a device may also be regarded as a
corresponding method step or as a feature of a method step.
Analog to that, aspects which were described in connection
with or as a method step also represent a description of a
corresponding block or detail or feature of a corresponding
device. Some or all of the method steps may be executed by a
hardware apparatus (or using a hardware apparatus) like e.g.
a microprocessor, a programmable computer or an electronic
circuit. In some embodiments some or several of the most
important method steps may be executed by such an appara-
tus.

Depending on certain implementation requirements,
embodiments of the invention may be implemented in hard-
ware or in software. The implementation may be executed
using a digital storage medium, for example a floppy disk, a
DVD, a Blu-ray disc, a CD, an ROM, a PROM, an EPROM,
an EEPROM or a FLASH memory, a hard disk or another
magnetical or optical memory on which electronically read-
able control signals are stored which may cooperate or does
cooperate with a programmable computer system such that
the respective method is executed. Thus, the digital storage
medium may be computer readable.

Some embodiments according to the invention thus include
a data carrier comprising electronically readable control sig-
nals which are able to cooperate with a programmable com-
puter system such that one of the methods described herein is
executed.

In general, embodiments of the present invention may be
implemented as a computer program product having a pro-
gram code, wherein the program code is effective for execut-
ing one of the methods, when the computer program product
is executed on a computer.
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The program code may for example be stored on amachine
readable carrier.

Other embodiments include the computer program for
executing one of the methods described herein, wherein the
computer program is stored on a machine readable carrier.

In other words, one embodiment of the inventive method is
thus a computer program comprising a program code for
executing one of the methods described herein, when the
computer program is executed on the computer.

A further embodiment of the inventive method is thus a
data carrier (or a digital storage medium or a computer read-
able medium) on which the computer program for executing
one of the methods described herein is coded.

A further embodiment of the inventive method thus is a
data stream or a sequence of signals which represents the
computer program for executing one of the methods
described herein. The data stream or the sequence of signals
may for example be configured so as to be transferred via a
data communication connection, for example via the internet.

A further embodiment includes a processing means, for
example a computer or a programmable logics device which
is configured or adapted so as to execute one of the methods
described herein.

A further embodiment includes a computer on which the
computer program for executing one of the methods
described herein is installed.

A further embodiment according to the invention includes
adevice or a system which is implemented in order to transfer
a computer program for executing at least one of the methods
described herein to a receiver. The transmission may take
place electronically or optically. The receiver may for
example be a computer, a mobile device, a memory device or
a similar device. The device or the system may, for example,
be a file server for transferring the computer program to the
receiver.

In some embodiments, a programmable logics device (for
example a field programmable gate array, an FPGA) may be
used to execute some or all functionalities of the methods
described herein. In some embodiments, a field program-
mable gate array may cooperate with a microprocessor in
order to execute one of the methods described herein. In
general, in some embodiments the methods are executed by
any hardware device. The same may be a universally useable
hardware like a computer processor (CPU) or hardware
which is specific for the method, like for example an ASIC.

While this invention has been described in terms of several
embodiments, there are alterations, permutations, and
equivalents which fall within the scope of this invention. It
should also be noted that there are many alternative ways of
implementing the methods and compositions of the present
invention. It is therefore intended that the following appended
claims be interpreted as including all such alterations, permu-
tations and equivalents as fall within the true spirit and scope
of the present invention.

In the following, in summary the advantages of the above-
described embodiments are described in other words.

The described method or the described device provides
advantages when for a test problem (e.g. non-destructive tests
ofwork pieces by means of x-ray) changing x-ray parameters,
like e.g. x-ray tube voltage or current or illumination time or
changing positions of the x-ray camera may be used with
respect to the x-ray source.

One application example in this respect is the planar x-ray
computer tomography. Here, a test object is screened from
several different angles and from the gained projections the
3-dimensional setup of the test object is reconstructed. The
proceedings are generally that for generating the different
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x-ray directions the relative position of x-ray source and x-ray
tube are varied. Generally, 8 or 16 recordings may be used to
be able to reconstruct the object 3-dimensionally with a suf-
ficient accuracy. This means that for each of the 8 or 16
positions typically 5 to 20 balancing recordings have to be
generated. As the balancing recordings generally do not have
to be generated in the form of individual recordings but typi-
cally 8 or 16 or more individual recordings are averaged in
order to reduce noise of the individual recordings, a substan-
tial time effort results for generating the balancing record-
ings. Using the inventive balancing, when changing the
recording position or other test parameters like tube voltage,
only a 2-point balancing for each test position may be used.

In the following, the invention is again summarized in
other words: the invention relates to a method (and the asso-
ciated device) in two steps for balancing a camera. The first
step of balancing is executed once or after a repair. The
second step of balancing is executed after each change of
operating parameters or operating conditions.

1st step
2nd step

once
as needed

factory-balancing/factory setting F(al)
shading correction/homogenization

In case of a linear course of F(al) any intensity distribution
of'the radiation field may be used for determining the factory
setting parameters. In this case it may only be achieved that
the values corrected by the factory setting each increase lin-
early for all pixels with the irradiated intensity 1. The propor-
tionality factor by which the corrected value increases as a
function of the irradiated intensity is generally different for all
pixels then.

As the irradiated intensity generally varies across all pix-
els, it is advantageous for the shading correction (homogeni-
zation) of a recording not corrected by the factory setting to
treat each individual pixel separately. l.e., after a change of
the operating parameters and/or operating conditions a new
set of balancing recordings is generated which characterizes
the performance of the individual pixels in the given radiation
field. By the factory settings at a known/homogeneous inten-
sity distribution of the radiation field used for determining the
factory setting, it is achieved that each pixel provides the same
signal with the same irradiated intensity. It is thus possible to
gain the information that may be used for the shading correc-
tion (homogenization) of a recording corrected by the factory
setting from one single recording. When generating the
recording for shading correction it is to be noted that no pixel
is over-exposed and no object is located in the optical path. In
general, the irradiated intensity is selected so that the lightest
pixels are virtually completely illuminated. The advantage of
this method is that the deviation of the response AW | (I) of all
pixels is to be determined only once by F(i). Thus, it is
possible, when changing operating parameters or operating
conditions, to save the effort to again completely characterize
all pixels.

DEFINITION OF MATHEMATICAL ELEMENTS

In the following, a short overview of the definitions of the
substantial mathematical element is given:
I: dose rate integrated via illumination time.
AW, (I): uncorrected measurement signal of the pixel n.
F,(a,l): corrected measurement signal as a function of the
illumination intensity to be achieved by the factory setting.
E.g. a linear response is to be acquired, but also any other
course may be set (e.g. logarithmic, exponential, root-
shaped, . . .). Itis to be noted that F,,(a,]) may also contain
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a fixed offset which is added to the resulting value of the
function F(a,]). F, (a,l) is advantageously identical for all
pixels n.

J (AW, (D-AW, (I=0): measurement signal of the n-th pixel
corrected by factory setting

H,(1=G,(a,l): shading-corrected (homogenized) signal of
the n-th pixel

K: count index of the supporting points for determining the
factory setting.

The invention claimed is:

1. A camera arrangement for image detection comprising a
plurality of radiation-sensitive sensor elements arranged in
order to record a common object plane in offset fields of view,
comprising:

abalancer implemented, for balancing the sensor elements,

to post-process for each sensor element a sensor signal
of' the respective sensor elements n by means of balanc-
ing information determined in balancing and stored, so
that a variation of an intensity I of incoming radiation in
the respective field of view leads to a change of the
respective post-processed sensor signal according to a
desired mapping function F, (a, 1), wherein the mapping
functions F,( ) of all factory-balanced sensor elements
are equal to each other and a,, is a sensor element-indi-
vidual factor; and

a shading corrector implemented to change the sensor ele-

ment-individual factors a,, on the basis of a recording
under current recording conditions generated by means
of the camera arrangement with the sensor elements so
that intensity differences of the recording are balanced
across the common object plane.

2. The camera arrangement according to claim 1, wherein
the balancing information maps the sensor signals AW, (I)
onto the mapping functions F,(a,l) and are stored so that
information on a relation between the mapping functions
F,(a,l) and the intensity I is maintained or generated from the
balancing information.

3. The camera arrangement according to claim 1, wherein
the balancing information is stored in the form of a lookup
table which maps one sensor signal interval to a factory-
balanced sensor value for each entry, wherein the entries of
directly subsequent balanced sensor values comprise balance
sensor values spaced apart by a constant intensity interval.

4. The camera arrangement according to claim 1, wherein
the mapping functions F, (a, I) for all factory-balanced sensor
signals are linear, over-proportional, under-proportional, pro-
portional or logarithmic functions.

5. The camera arrangement according to claim 1, wherein
the camera arrangement comprises an external memory to the
sensor elements in which the determined balancing informa-
tion is stored for each sensor element.

6. The camera arrangement according to claim 1, wherein
the shading corrector is implemented to post-process, for
each sensor element the respective mapping function F (a,I)
by means of shading correction information determined when
recording, so that each sensor element performs according to
the same shading-correcting mapping function G,=F,(a',])
and intensity differences of the recording across the common
object plane are balanced according to the shading-corrected
mapping functions G,,(I) wherein the shading-corrected map-
ping functions G,, of all shading-corrected factory-balanced
sensor elements are equal to each other and a',, is the changed
sensor element-individual factor of the respective sensor ele-
ment.

7. The camera arrangement according to claim 6, wherein
the mapping function F,(a,l) is a linear function with a con-
stant increase a,, and the shading corrector is implemented to
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post-process for each sensor element the respective linear
mapping function F, (a,I) by means of a multiplication with a
sensor element-individual scaling factor s,, so that each sensor
element performs according to the same shading-corrected
mapping function G,=F,(s,a,)=F,(a']).

8. The camera arrangement according to claim 1, wherein
the fields of view are distributed and/or adjacent and thus
cover the common object plane, or wherein the fields of view
are overlapping and thus cover the common object plane.

9. The camera arrangement according to claim 1, wherein
each radiation sensitive sensor element is a pixel, a pixel array
or a camera.

10. The camera arrangement according to claim 1, further
comprising a signal combiner implemented to combine the
sensor signals of the plurality of sensor elements into an
overall image signal.

11. The camera arrangement according to claim 1, wherein
the camera arrangement further comprises a plane scintillator
screen in the common object plane.

12. A camera arrangement for image detection, comprising
a plurality of radiation-sensitive sensor elements arranged to
record a common object plane in offset fields of view, com-
prising:

abalancer implemented, for balancing the sensor elements,
to post-process for each sensor element a sensor signal
of the respective sensor elements n by means of balanc-
ing information determined in balancing and stored, so
that a variation of an intensity I of incoming radiation in
the respective field of view leads to a change of the
respective post-processed sensor signal according to a
desired mapping function F, (a, ), wherein the mapping
functions F, () of all factory-balanced sensor elements
are linear and equal to each other and a,, is a sensor
element-individual factor; and

a shading corrector implemented, on the basis of post-
processed sensor signals of the plurality of sensor ele-
ments, from a recording under current recording condi-
tions, to weight the sensor element individual factors a,,
with a sensor element-individual scaling factor s,,, so
that intensity differences of the recording are balanced
across the common object plane.

13. The camera arrangement according to claim 12, com-
prising a post-processor communicatively connected to the
shading corrector and implemented to post-process the sensor
signals post-processed by the balancer on the basis of the
sensor element-individual scaling factors s,,.

14. An X-ray system for x-ray image detection, compris-
ing:

a radiation source; and

a camera arrangement according to claim 1.

15. A camera arrangement for image detection comprising
a plurality of radiation-sensitive sensor elements which are
arranged to record a common object plane in offset fields of
view, comprising:

a first post-processor implemented to post-process sensor
signals of the plurality of radiation-sensitive sensor ele-
ments by means of balancing information determined in
balancing and stored, so that a variation of an intensity I
of an incoming radiation in the respective field of view
leads to a change of the respective post-processed sensor
signal according to a desired mapping function F,(a,]),
wherein the mapping functions F,,( ) of all factory-bal-
anced sensor elements are linear and equal to each other
and a,, is a sensor element-individual factor; and
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a second post-processor implemented to post-process the
post-processed sensor signals by means of sensor ele-
ment-individual factors g, determined under current
recording conditions.

16. A method for balancing a camera arrangement for
image detection, comprising a plurality of radiation-sensitive
sensor elements arranged to record a common object plane in
offset fields of view, comprising:

recording the object plane with an intensity distribution
across the object plane by means of a camera arrange-
ment;

post-processing a sensor signal of the respective sensor
element n for each sensor element n by means of bal-
ancing information determined in balancing and stored,
so that a variation of an intensity I of incoming radiation
in respective field of view leads to a change of the
respective post-processed sensor signal according to a
desired mapping function F, (a, 1), wherein the mapping
functions F,( ) of all factory-balanced sensor elements
are equal to each other and a,, is a sensor element-indi-
vidual factor; and

changing the sensor element-individual factors a,, on the
basis of a recording under current recording conditions
executed by means of the camera arrangement with the
factory-balanced sensor elements so that intensity dif-
ferences of the recording are balanced across the com-
mon object plane.

17. The method for balancing a camera arrangement
according to claim 16, wherein the intensity distribution is
selected such that the greatest post-processed sensor signal
comprises a value in a range between 70% and 90% with
respect to a maximum value of the respective balanced sensor
signal.

18. The method for balancing a camera arrangement
according to claim 16, further comprising recording a refer-
ence intensity distribution, wherein said generating of the
shading correction information is executed on the basis of the
two recordings of the intensity distribution and the reference
intensity distribution.

19. The method for balancing a camera arrangement
according to claim 16, wherein said generating of the shading
correction information is executed such that each shading
corrected mapping function G,=F, (a',]) corresponds to a pre-
determined value or an average value of all factory-balanced
sensor signals.

20. The method for balancing a camera arrangement
according to claim 16, wherein said generating of the balanc-
ing information is executed for each sensor element; and
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wherein the balancing information f,, is selected so that for
each variation of the intensity I each mapping function
F,(a,l) corresponds to a predetermined value or an aver-
age value of all sensor signals.

21. The method for balancing a camera arrangement
according to claim 16, further comprising initial balancing for
determining the balancing information by means of a plural-
ity of radiation fields varying with respect to intensity [ which
are generated by means of a planar radiation source instead of
a scintillator screen,

wherein the balancing information f, is selected so that

each balanced sensor signal, with a constant variation of
the intensity I, changes according to a linear, propor-
tional, over-proportional, under-proportional or loga-
rithmic mapping function.

22. A method for operating a camera arrangement for
image detection, comprising a plurality of radiation-sensitive
sensor elements, arranged to record a common object plane in
offset fields of view, comprising:

post-processing sensor signals of the plurality of radiation-

sensitive sensor elements by means of balancing infor-
mation f, determined in balancing and stored, so that a
variation of an intensity I of incoming radiation in the
respective field of view leads to a change of the respec-
tive post-processed sensor signal according to a desired
mapping function F,(a,]), wherein the mapping func-
tions F,( ) of all factory-balanced sensor elements are
linear and equal to each other and a,, is a sensor element-
individual factor; and

post-processing the post-processed sensor signals by

means of sensor element-individual factors determined
under current recording conditions.

23. The method for operating a camera arrangement
according to claim 22, further comprising a method of bal-
ancing according to claim 16 before said post-processing of
the post-processed sensor signals.

24. A computer program comprising a program code for
executing the method according to claim 16, wherein the
program is executed on a computer.

25. A computer program comprising a program code for
executing the method according to claim 23, wherein the
program is executed on a computer.

26. A planar computer tomography or a robot computer
tomography system comprising the camera arrangement
according to claim 1.

27. A planar computer tomography or a robot computer
tomography system comprising the camera arrangement
according to claim 12.
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